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Issued to:  VIEGA L L C 
Mountain View Corporate Center 
Bldg 1, Suite 395 
12303 Airport Way 
Broomfield CO 80021 

   

This is to certify that 
representative samples of 

 NONMETALLIC PLUMBING SYSTEM COMPONENTS 
CERTIFIED FOR FIRE RESISTANCE 
Viega PureFlow PEX Cross-linked Polyethylene, ViegaPEX 
Barrier Tubing, Viega FostaPEX Cross-linked Polyethylene 
and Viega PureFlow PEX-layer Cross-linked Polyethylene 

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  UL 263, Fire Tests of Building Construction and Materials 
Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 
 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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Issued to:  VIEGA L L C 
Mountain View Corporate Center 
Bldg 1, Suite 395 
12303 Airport Way 
Broomfield CO 80021 

   

This is to certify that 
representative samples of 

 NONMETALLIC PLUMBING SYSTEM COMPONENTS 
CLASSIFIED FOR FIRE RESISTANCE 
Viega PureFlow PEX Cross-linked Polyethylene, ViegaPEX 
Barrier Tubing, Viega FostaPEX Cross-linked Polyethylene 
and Viega PureFlow PEX-layer Cross-linked Polyethylene 

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  ULC-S101-14, Standard Methods of Fire Endurance Tests 

of Building Construction and Materials 
Additional Information:  See the ULC Online Certification Directory at www.ulc.ca 

for additional information 
 
 

Only those products bearing the ULC Listing Mark should be considered as being covered by ULC's 
Listing and Follow-Up Service. 

The ULC Listing Mark generally includes the following elements: the symbol ULC in a circle:  with 
the word “LISTED”; a control number (may be alphanumeric) assigned by ULC; and the product 
category name (product identifier) as indicated in the appropriate ULC Directory. 

To confirm the status, validate the above information via the online directory. 
 
Look for the ULC Listing Mark on the product. 
 
 

http://ul.com/aboutul/locations/
http://www.ulc.ca/

